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Environmental Protection Agency § 61.122 

(2) Any equipment in benzene service 
that is located at a plant site designed 
to produce or use less than 1,000 
megagrams (1,102 tons) of benzene per 
year is exempt from the requirements 
of § 61.112. 

(3) Any process unit (defined in 
§ 61.241) that has no equipment in ben-
zene service is exempt from the re-
quirements of § 61.112. 

(d) While the provisions of this sub-
part are effective, a source to which 
this subpart applies that is also subject 
to the provisions of 40 CFR part 60 only 
will be required to comply with the 
provisions of this subpart. 

[49 FR 23513, June 6, 1984, as amended at 65 
FR 62156, Oct. 17, 2000; 65 FR 78280, Dec. 14, 
2000] 

§ 61.111 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the meaning 
given them in the Act, in subpart A of 
part 61, or in subpart V of part 61, and 
the following terms shall have the spe-
cific meanings given them: 

In benzene service means that a piece 
of equipment either contains or con-
tacts a fluid (Liquid or gas) that is at 
least 10 percent benzene by weight as 
determined according to the provisions 
of § 61.245(d). The provisions of 
§ 61.245(d) also specify how to determine 
that a piece of equipment is not in ben-
zene service. 

Semiannual means a 6-month period; 
the first semiannual period concludes 
on the last day of the last month dur-
ing the 180 days following initial start-
up for new sources; and the first semi-
annual period concludes on the last day 
of the last full month during the 180 
days after June 6, 1984 for existing 
sources. 

§ 61.112 Standards. 
(a) Each owner or operator subject to 

the provisions of this subpart shall 
comply with the requirements of sub-
part V of this part. 

(b) An owner or operator may elect 
to comply with the requirements of 
§§ 61.243–1 and 61.243–2. 

(c) An owner or operator may apply 
to the Administrator for a determina-
tion of an alternative means of emis-
sion limitation that achieves a reduc-
tion in emissions of benzene at least 

equivalent to the reduction in emis-
sions of benzene achieved by the con-
trols required in this subpart. In doing 
so, the owner or operator shall comply 
with requirements of § 61.244. 

Subpart K—National Emission 
Standards for Radionuclide 
Emissions From Elemental 
Phosphorus Plants 

SOURCE: 54 FR 51699, Dec. 15, 1989, unless 
otherwise noted. 

§ 61.120 Applicability. 

The provisions of this subpart are ap-
plicable to owners or operators of 
calciners and nodulizing kilns at ele-
mental phosphorus plants. 

§ 61.121 Definitions. 

(a) Elemental phosphorus plant or 
plant means any facility that processes 
phosphate rock to produce elemental 
phosphorus. A plant includes all build-
ings, structures, operations, calciners 
and nodulizing kilns on one contiguous 
site. 

(b) Calciner or Nodulizing kiln means a 
unit in which phosphate rock is heated 
to high temperatures to remove or-
ganic material and/or to convert it to a 
nodular form. For the purpose of this 
subpart, calciners and nodulizing kilns 
are considered to be similar units. 

§ 61.122 Emission standard. 

Emissions of polonium-210 to the am-
bient air from all calciners and 
nodulizing kilns at an elemental phos-
phorus plant shall not exceed a total of 
2 curies a year; except that compliance 
with this standard may be conclusively 
shown if the elemental phosphorus 
plant: 

(a) Installs a Hydro-Sonic ® Tandem 
Nozzle Fixed Throat Free-Jet Scrubber 
System including four scrubber units, 

(b) All four scrubber units are oper-
ated continuously with a minimum av-
erage over any 6-hour period of 40 
inches (water column) of pressure drop 
across each scrubber during calcining 
of phosphate shale, 

(c) The system is used to scrub emis-
sions from all calciners and/or 
nodulizing kilns at the plant, and 
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